
Class 1 
Building Product Information Sheet

About this form
This template has been developed to help manufacturers and importers into Aotearoa New Zealand provide the 
information required by the Building (Building Product Information Requirements) Regulations 2022. 

How to use
 › Download and save this form in your computer.

 › Fill out the form with the relevant information about your product.

 › You may use this filled out form and publish it on your product web page.

Types of building products
There are two classes of designated building products with different information requirements for each. The below 
summarises the information that must be provided for each class of product and when the information must be made 
available.

Class 1: Batch or mass-produced products

Batch or mass-produced products that are typically available for retail or wholesale purchase. For example, cladding 
products, mechanical fixings, insulation products, internal lining, roofing products, structural wood-based products, 
structural steel and reinforcing products, sanitary plumbing, and drainage products, including tapware (note: this is not 
an exhaustive list).

Class 2: Custom-made lines of products

Custom-made lines of products that are made to order to client specifications. For example, external window joinery and 
doors that have been customised to the specifications of individual clients (for example, specifications on dimensions 
and glass type).

MBIE provides resources to support manufacturers, importers, wholesalers, distributors, and retailers to understand 
what their obligations are, and how to meet them.

For more information, visit Building product information requirements | Building Performance

Background
The Building Amendment Act 2021 introduced new minimum information requirements for building products to support 
better informed decision-making by building consent authorities, building owners, builders, and designers. The new 
regulations designate several building products for which building product information must be provided and establish 
the minimum requirements for that information. 

The new regulations will ensure better and more consistent information is available for these products, helping 
inform building consent authority decisions on building consent applications. This should result in fewer requests 
for information, and therefore faster processing times. In addition, the requirements will ensure people, including 
homeowners, are given the information they need to make good decisions about products, and use and maintain them 
as intended. 

Please note that The Ministry of Business, Innovation and Employment (MBIE) is not responsible for the input details 
provided in the template.
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https://www.building.govt.nz/getting-started/building-system-reforms/product-information-requirements/
https://www.building.govt.nz/building-code-compliance/product-assurance-and-certification-schemes/building-product-information-requirements/
https://www.building.govt.nz/building-code-compliance/product-assurance-and-certification-schemes/building-product-information-requirements/
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Class 1 
Building Product Information Sheet
Product name (include the brand name):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

(This could be a Global Trade Item Number (GTIN) or quick response code (QR code), or any other distinguishable part/model number or identifier.)

Place of manufacture:
  Aotearoa New Zealand    Overseas

Legal and trading name of the manufacturer(s):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone no. (if applicable):

NZBN (if applicable):

https://www.building.govt.nz/getting-started/building-system-reforms/product-information-requirements/
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Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone no. (if applicable):

NZBN (if applicable):

Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the appropriate use of the building product:

Installation requirements (also provide link to the product installation guide):
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Maintenance requirements (also provide link to the product maintenance guide):

Is the building product/building product line subject to warning or ban under section 26 of the Building Act 2004?:

 Yes   No

If yes, description of the warning or ban under section 26:

Version:

Date: D  D  M M  Y  Y


	001: KWILA PICKET BLANKS++70X19MM 1.2M PRE OILED SPECRITE
	002: 70mm x 19mm x 1.2m Kwila Picket Blanks Pre-oiledApplicationsFencing, screening, gates and decking
	003: Item number 0019535
	004: Off
	005: Yes
	012: info@swpi.com
	013: +61 (0)3 9687 1676
	014: N/A
	011: swpi.com
	006: PT Sinar Wijaya Plywood Industries (SWPI)
	007: Unit 2, 167 - 173 Hyde St
	008: Yarraville
	010: 3013
	009: Victoria, Australia
	015: Bunnings Group Ltd
	016: Central Business Park, Building 1, Level 3, 660 Great South Rd
	017: Ellerslie
	018: Auckland, New Zealand
	019: 1051
	020: Bunnings.co.nz
	021: Compliance@bunnings.co.nz
	022: 09 978 2200
	023: 9429032075120
	024: SELECT GRADE HARDWOOD-KILN DRIED-NZS 3602 2003
	025: This product is used predominantly in fencing applications where there are no specific building requirements, however, it is also fit for purpose in decking applications requiring the following decking design:Maximum joist spacing - 450mm centresMinimum ground clearance - 400mmMinimum distance from side or end to fixed structures - 7mmMinimum distance from side edge for fixings - 12mmMinimum distance from end for fixings - 12mmMinimum gapping - 3.5 mmVentilationA minimum ground clearance of 400mm is recommended to allow for adequate ventilation.Additional side and top ventilation is required if the deck is installed with less than 400mmclearance.FixingsDecking should be fixed using Hot Dipped Galvanised or Stainless Steel Screws - two screwsper joist. Screws should be pre drilled and countersunk to avoid splitting the timber andprovide the best possible finish. Stainless Steel fixings are recommended for coastal or poolsideapplication.
	032: https://delivery.bunningscontenthub.bunnings.com.au/api/public/content/7eb717fd1e064ccb8259ff7e9eb9e32e?v=0871e3ce
	027: Maximum 450mm joist centre spacings in decking applications.
	026: Tannin WarningKwila’s superior strength and stability are attributable to its tannin-rich properties, resulting inlow shrinkage and minimal surface and end splitting. Tannin is a naturally occurring substancein timber which will leach the first few times it is exposed to moisture, staining timber, pavedareas and other nearby surfaces. Objects left on the timber surface will also draw tannin out,creating surface marks. A thorough and regular hose down during the first few days will assistin flushing excess tannin away and minimise subsequent staining.StorageDecking should be stored flat, off the ground and protected from the weather prior to installation.Pre-Oiled InformationThis product has been primed with Feast Watson Industrial Timber Oil. A singlecoat has been applied to all four sides and is designed to help seal and protect yourtimber from moisture and UV before final topcoating. To fully protect yourpre-oiled timber, topcoating is required within 8-12 weeks of installation.TopcoatingYour pre-oiled kwila can be topcoated with most water-based and oil-basedfinishes. When choosing a topcoat, the most suitable product is best determined bythe preferred finish. To maintain or highlight the natural appearance of the timber,a transparent, lightly pigmented oil is recommended such as Feast Watson DeckingOil. To transform the colour of the timber, a semi-transparent stain such as FeastWatson Timber & Deck Stain will impart a deeper colour whilst allowing the timbergrain to show through. Timber will naturally go grey if left unfinished.To ensure you are completely satisfied with your chosen coating and colour, werecommend you first test the coating on a small inconspicuous area.Step 1To prepare timber for topcoating, ensure the surface is clean. If required,thoroughly scrub with Feast Watson Wood Clean. A high strength timber cleanerremoves dirt, grease, tannin stains and other contaminants to optimise topcoatperformance.Step 2Allow the timber to dry and apply two coats of your chosen finish following labelinstructions.MaintenanceRefer to the topcoat label for product specific maintenance information. Werecommend regularly monitoring the coated timber for signs of colour loss, drynessand weathering. Recoat the timber when it begins to show signs of dryness to helpmaintain its natural beauty and protection. When required, clean the surface usinga timber cleaner, allow the surface to dry and recoat with one coat of your chosenfinish, following label instructions. For a longer lasting finish, apply a second coat.For further information on Feast Watson products contact Feast WatsonCustomer Service on 0800 222 687 or visit feastwatson.co.nz.
	034: https://delivery.bunningscontenthub.bunnings.com.au/api/public/content/7eb717fd1e064ccb8259ff7e9eb9e32e?v=0871e3ce
	035: 
	030: Off
	031: Yes
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