
Class 1 
Building Product Information Sheet

About this form
This template has been developed to help manufacturers and importers into Aotearoa New Zealand provide the 
information required by the Building (Building Product Information Requirements) Regulations 2022. 

How to use
 › Download and save this form in your computer.

 › Fill out the form with the relevant information about your product.

 › You may use this filled out form and publish it on your product web page.

Types of building products
There are two classes of designated building products with different information requirements for each. The below 
summarises the information that must be provided for each class of product and when the information must be made 
available.

Class 1: Batch or mass-produced products

Batch or mass-produced products that are typically available for retail or wholesale purchase. For example, cladding 
products, mechanical fixings, insulation products, internal lining, roofing products, structural wood-based products, 
structural steel and reinforcing products, sanitary plumbing, and drainage products, including tapware (note: this is not 
an exhaustive list).

Class 2: Custom-made lines of products

Custom-made lines of products that are made to order to client specifications. For example, external window joinery and 
doors that have been customised to the specifications of individual clients (for example, specifications on dimensions 
and glass type).

MBIE provides resources to support manufacturers, importers, wholesalers, distributors, and retailers to understand 
what their obligations are, and how to meet them.

For more information, visit Building product information requirements | Building Performance

Background
The Building Amendment Act 2021 introduced new minimum information requirements for building products to support 
better informed decision-making by building consent authorities, building owners, builders, and designers. The new 
regulations designate several building products for which building product information must be provided and establish 
the minimum requirements for that information. 

The new regulations will ensure better and more consistent information is available for these products, helping 
inform building consent authority decisions on building consent applications. This should result in fewer requests 
for information, and therefore faster processing times. In addition, the requirements will ensure people, including 
homeowners, are given the information they need to make good decisions about products, and use and maintain them 
as intended. 

Please note that The Ministry of Business, Innovation and Employment (MBIE) is not responsible for the input details 
provided in the template.
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https://www.building.govt.nz/getting-started/building-system-reforms/product-information-requirements/
https://www.building.govt.nz/building-code-compliance/product-assurance-and-certification-schemes/building-product-information-requirements/
https://www.building.govt.nz/building-code-compliance/product-assurance-and-certification-schemes/building-product-information-requirements/
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Class 1 
Building Product Information Sheet
Product name (include the brand name):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

(This could be a Global Trade Item Number (GTIN) or quick response code (QR code), or any other distinguishable part/model number or identifier.)

Place of manufacture:
  Aotearoa New Zealand    Overseas

Legal and trading name of the manufacturer(s):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone no. (if applicable):

NZBN (if applicable):

https://www.building.govt.nz/getting-started/building-system-reforms/product-information-requirements/
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Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone no. (if applicable):

NZBN (if applicable):

Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the appropriate use of the building product:

Installation requirements (also provide link to the product installation guide):
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Maintenance requirements (also provide link to the product maintenance guide):

Is the building product/building product line subject to warning or ban under section 26 of the Building Act 2004?:

 Yes   No

If yes, description of the warning or ban under section 26:

Version:

Date: D  D  M M  Y  Y


	001: PERTH 778 - STANDARD CARPETS IND LLC
	002: SIZE - 100m X 100mCOMPOSITION OF CARPET TILE - 100% Solution Dyed Olefin Carpet Tile Carpet tiles are designed for versatile and customizable flooring solutions in both commercial and residential spaces. the primary purpose of carpet tiles is to provide a durable and adaptable surface that can withstand high-traffic areas while allowing for easy replacement of individual tiles in case of damage or wear. These tiles provide acoustic insulation, reducing noise levels and creating a more comfortable environment. Their versatility enables creative floor designs, incorporating patterns and colors to enhance aesthetics. Additionally, carpet tiles offer thermal insulation, contributing to energy efficiency by retaining heat. With stain-resistant and durable materials, they withstand spills and heavy use, ensuring longevity. Overall, carpet tiles seamlessly blend practicality with design flexibility, making them a practical choice for various settings.
	003: 6299021087785 (barcode)
	004: Off
	005: Yes
	012: info@standardcarpets.com
	013: +971 4 554 7137
	014: 
	011: www.standardcarpets.com
	006: STANDARD CARPETS IND LLC
	007: Saih Shuaib 2, Dubai Industrial City
	008: 
	010: 00000
	009: Dubai, United Arab Emirates
	015: STANDARD CARPETS IND LLC
	016: Saih Shuaib 2, Dubai Industrial City
	017: 
	018: Dubai, United Arab Emirates
	019: 00000
	020: www.standardcarpets.com
	021: info@standardcarpets.com
	022: +971 4 554 7137
	023: 
	024: B2 Durability: Performance clauses B2.3.2(a)C3 Fire affecting areas beyond the fire source: Performance clause C3.4(b)G6 Airborne and Impact Sound: Performance clauses G6.3.1 and G6.3.2
	025: B2.3.2(a): Durability – Tile is a flooring component that should withstand high-traffic areas for wear of carpet.C3.4(b): Fire Performance – minimum critical radiant flux fire testing results are required for carpet to be used and tested to ISO 9239-1:2010. Carpet Manufacturer should be contacted to confirm if test results are available for the relevant carpet which meet the requirements for the proposed installation area.G6.3.1 and G6.3.2: Airborne and Impact Sound – This is only a requirement for building elements which arecommon between occupancies to limit noise transfer from other occupancies or common spaces. In thesesituations, the floor itself should be constructed to ensure that the Sound Transmission Class and ImpactInsulation Class requirements are less than 55. The underlay and carpet will contribute positively to the result.However, determining that result, requires technical support from an architect familiar with prior results of thesame construction or actual in-house testing.Carpet contributes to positive improvement in impact sound results as outlined in the Key Technical Specification. These results were tested by Acoustics Testing Service and demonstrate the difference the underlay makes to a bare floor system. 
	032: It is recommended that the flooring is installed by a professional. They should be trained and experiencedat installing carpet and follow the Floor NZ Best practice guidelines and/or AS/NZS2455.1:2007 installationrequirements. The carpet supplier may have special installation requirements for specialty carpets that shouldbe followed. *Floor NZ Best practice guidelines:https://www.standardcarpets.com/downloads/Standard-Carpets-Modular-Carpet-Tile-Installation-Manual.pdf
	027: Insulation: Carpet tile contributes positively to the thermal insulation of the floor, acoustic insulation, reducing noise levels and creating a more comfortable environment. Green Label Plus Certification: Carpet tiles has been independently certified to perform to the Green Label Plus Indoor Air Quality Testing programme. Green Label Plus CertificateAnti soil   –  Conforming to ASTM D6540 for more details visit to - https://www.standardcarpets.com/carpet-tiles/
	026: Carpet tile is intended to not to laid directly onto a bare floor. Levelness of floor is critical to physical & functional property. It should only be installed where the floor surface is:- Clean – from dust and grit, and any surface contaminants have been safely removed.- Sound – floor will not crumble, move, crack or break up.- Flat – floor is flat or level.- Smooth – no lumps or bumps or sharp lipping.- Dry – no visible signs of any moisture. New concrete floors should be tested to ensure the level is 75% RHor less when measured with a hygrometer.Maintenance - Proper Maintenance guidelines are necessary to follow for desired & intended results. 
	034: It is recommended that the carpet maintenance guidelines are followed.https://www.standardcarpets.com/downloads/Standard-Carpets-Carpet-Care-Manual.pdf
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