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Step 7:

Fix the seat frame (K) to the back frame (G) with bolts (Q) and washers (U) .
Once all bolts are in position tighten securely using Allen Key (X).
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Step 8:

Fix the seat frame (K) to the back frame (H) with bolts (Q) and washers (U) .

Once all bolts are in position tighten securely using Allen Key (X).
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Step 9:
Fix the back frame (H) to the back frame (G) with bolt (T) .

Once bolt is in position tighten securely using Allen Key ().
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Step 10:
Fix the mid leg (J) to the seat frame (K) with bolts (R) and washers (U).

Once all bolts are in position tighten securely using Allen Key (X). K
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Step 11:
Cover the bolts (Q) with caps (2).
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Step 12:
Fix the seat frame (K) to the seat frame (D) with bolts (S) , nuts (V) and washers (U) .
Once all bolts and nuts are in position tighten securely using Allen Key (X) and spanner (W).
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Step 13:
Cover the bolts (Q) with caps (Z), cover the nuts (V) with caps (AA).
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Step 14:

Fix the back frame (B) to the back frame (G) with bolt (T) .
Once bolt is in position tighten securely using Allen Key (Y).
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Step 15:

Fix the seat frame (K) to the seat frame (C) with bolts (S) , nuts (V) and washers (U) .
Once all bolts and nuts are in position tighten securely using Allen Key (X) and spanner (W).




17.

X2

AA

X2

Step 16:

the nuts (V) with caps (AA).

the bolts (Q) with caps (Z), cover

Cover
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Step 1T7:

Fix the back frame (A) to the back frame (H) with bolt (T) .

ly using Allen Key (Y).

Once bolt is in position tighten secure







