
Building Product Information Sheet

Product Name:

Product Line:

Product Description:

Product identifier (if applicable):

Place of Manufacturer:

AUS/NZ Overseas



Legal and trading name of manufacturer(s):

Legal trading name of importer (if applicable):

STREET SUBURB

CITY, COUNTRY POSTCODE

Website:

Email:

Phone Number (if applicable):

ABN (if applicable):

Relevant Building Code Clauses:



Statement on how the building product is expected to contribute to compliance:



Design requirements that would support the use of the building product:

Installation Requirements:

Limitations on the use of the building product:

https://www.rlapolymers.com.au/product

https://protect.checkpoint.com/v2/r04/___https://www.rlapolymers.com.au/products___.Y3A0YTpidW5uaW5nczpjOm86MDEwNzAzZGM3MGJjMzcxNTViYjA5NTdjZWQwMDQ4NzE6NzozODg5OjdlZTJjMTlhZmUzZDZhODBhZGQwNDIzNzA3NDdmYzljZDMwNzZjNzkwZDkxMjNlNDRkYmEwNGQ5M2NiMmYzN2U6cDpUOk4


Maintenance Requirements:

Is the building product/building product line subject to warning or ban under section 26?:

Yes No

If yes, description of the warning or ban under section 26:

Date:


	Text-DE9pIGLccb: BASTION POROUS PRIMER
	Text-S8A3BAKqw7: Bastion Porous Primer
	Paragraph-FJsj5FXRKt: Bastion porous primer is an acrylic based wall and floor primer for porous surfaces. It can also be used as an adhesion enhancer for porous surfaces.

It is a rapid drying, low VOC primer suitable for variety of porous surfaces including concrete, plasterboard, aerated concrete panels and others.

Coverage : 1 litre per 8-10 m2
Bastion Porous primer is available in 5L jerry cans
	Text-yWD7MyQylv: Product Code: 514000
	CheckBox-xsLAFVKyto: Yes
	CheckBox-xRrAcXc1zT: Off
	Text-MpbN-EfXVa: RLA Polymers Pty Ltd 
	Text-NTE927snw1: 215 Colchester Road
	Text-IwRORHZbec: Kilsyth
	Text-VS4NELtatd: Victoria - Australia
	Text-p8kerdtkWu: 3137
	Text-nhON30iYfm: www.rlapolymers.com.au
	Text-3xS2sOCQFA: sales@rlapolymers.com.au
	Text-li8JojTpkr: +613 97281644
	Text-ZRW0sAoA-O: ACN: 004 709 915
	Paragraph-6CExYcshqW: F2 - Hazardous building materials
Performance Clause - F2.3.1

Clause B2 DURABILITY: 
Clause B2 DURABILITY: Performance B2.3.1 (a),10 years
	Paragraph-u98RBKaEVh: F2 - Hazardous building materialsPerformance Clause - F2.3.1Clause B2 DURABILITY: Clause B2 DURABILITY: Performance B2.3.1 (a),10 years.Bastion porous primer are applied to porous surfaces to to enhance adhesion of waterproofing membranes and tile adhesives.              RLA Polymers conduct laboratory testing to verify Drying time, Adhesion strength, Density and others.Testing parameters undertaken by RLA are set internally and we ceritfy when fully cured product is suitable for use and will perform as described in our Product Data and Warranty Information sheet.VOC certificate is available upon request. For further information refer to Product Data and RLA Warranty information Sheet.A Safety Data Sheet is available on request. Product is classified as HAZARDOUS according to the WHS Regulations and the ADG Code.The product may cause allergic skin reaction in some cases. Therefore, a proper PPE must be worn before use. 
	Paragraph-npFLRnhfQQ: Bastion porous primer is an acrylic based wall and floor primer for porous surfaces. It can also be used as an adhesion enhancer for porous surfaces.

It is a rapid drying, low VOC primer suitable for variety of porous surfaces including concrete, plasterboard, aerated concrete panels and others.

Please refer to the product data sheet for further information.
	Paragraph-AJOaCxRPcj: To be in accordance with the relevant Product Data Sheets and in accordance the revelant building standards in force at the time of application and manufacturer's directions. 

Please refer to the product data sheet for further information.
	Paragraph-OKKRqGoJH0: To be in accordance with the relevant Product Data Sheets and in accordance the revelant building standards in force at the time of application and manufacturer's directions. Surfaces must be prepared before use and a suitable primer must be used for non-porous surfaces and areas subject to negative hydrostatic pressure. All surfaces should be structurally sound, smooth, stable, clean and rough surfaces to be evened before application. Be free of wax residues, grease and other contaminants.
	Paragraph-uIPwsRxtzc: No Maintence on the product is required.

	CheckBox-DN56k6lSPg: Off
	CheckBox-pCLO23YqQn: Yes
	Paragraph-I5Px3FDshC: 
	Date-4CggkPGHAB: 07/02/25


